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FE45JB

性能參數表

噪音值是在距離風扇2米測量

型號
（香港規格）

型號說明 扇葉直徑
inch/mm

電機功率
W

最高轉速
RPM

最高噪音
 dB（A）

最高風量
m3/h 

額定電壓
V/Ph/Hz

FE45JB 220-240/1/50

天花式全金屬強力工業風扇
• 單速（可配調速器）, 220 - 240 V. 1 Ph, 50 Hz。
• E 級絕緣 , 內置恒溫器保護裝置, 同步電機搖擺，節能靜音。

• 扇葉採用鋁材板沖壓而成。扇葉均進行嚴謹的平衡工序。

• 金屬風扇普通網外表經靜電噴塗處理，美觀耐用。

• 風扇可360度轉向 , 並可簡易調校送風角度，立體循環送風。

• 所有銷售型號之風扇均按 IEC60335-2-80 之標準進行測試，並已領有歐盟之安全認證。

• 功率因數（Power Factor）=0.97。

140 1400 6720 56吸頂扇疏網 18”/ 450
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產品安裝尺寸（mm）及維護

WIRING DIAGRAM

FE45JB

Model No

508 392 179200
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測試點 A

測試高度H 3米 4米 3米 4米 3米 4米 3米 4米

FE40

0.99

1.43

0.66

1.21

2.15

1.89

1.32

2.56

2.13

1.54

1.70

2.59

FE45 FE50 FE65

測試點 B

測試點 C

學校課堂

面積
      （m2）

36

36

36

2

3

4

FE40/FE45

FE50

FE65

4

4

6

高度
       （m）

建議型號
              （Model）

數量
       （臺）

學校禮堂

物流倉庫

風扇各高度測試點的風速               單位：m/s 工程安裝使用建議 環境溫度≤45℃

0 2 4 531

測試高度H 

0.4m
旋轉角度 180

( m )

A B C

最佳間距建議為 2.5～3米

最大運行面積直徑為 5米

0.9

1.3

0.6

1.1

1.95

1.72

1.2

2.33

1.94

1.4

1.54

2.35
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1. Do not use under the following situations
1) Near to gaseous fuel cooker . 2) Place full of inflammable gas. 3) Place expose to rain or water pour.  
4) Near insecyicide,oil corrosive solvent. 5) High temperature. 6) High humldity .
7) Near chemicals、oil、dust area.

2. Avoid continuosly exposure of direct wind from the fan,It may cause discomfort.

3. Do not put your fingers into the guard or any moving part of the fan, Causing injury.

4. Make sure all screws and connection are tightly screwed and secured. Causing injury.

5. Installation must strictly follow to wiring diagram provided, Can cause electrick shock, current leakage and fire if miswiring.

SAFETY PRECAUTIONS

7. Never try to apart,repair or modify this product.Contact the dealer for repairing this product.

8. Disconnect power supply before cleaning.Otherwise it may cause electric shock.

9. Installation must be done by qualified electrician.

10. The safety wire must be always connected.

11. Do not connect this unit to power supply other than destinated country rated voltage.

THE RATED POWER OF THE CONTROLLER MUST BE LARGER THAN 180W. OTHERWISES, THE FAN WILL BE DAMAGED !
ATTENTION:

6. Ensure area of mounting fixture has sufficient strength, Do not fix at area exposed to strong vibration and knocking.

OPTIONAL SPEED CONTROLLER ( NOT INCLUDED IN THE UNIT, CUSTOMER NEED TO PURCHASE THE CONTROLLER THEMSELVES)

建議使用調速器



證書
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